P-16 Rescue Tool
	Gearbox Output Torque:
	72,000 lbs-in (8134 N-m)

	Output/Input Ratio:
	5,958:1

	Gearbox Articulation Angle:
	70º (variable)

	Attachment Pins
	High-strength steel, ball detent 

	Motor Type:
	12 Volt DC

	Motor Inrush Current:
	220 amps

	Motor Current @ No Load:
	15 amps

	Motor Current @ Max Load
	150 amps 

	Pigtail Cable Length:
	1.0 ft. (.46m) 


Without Attachments:

	Weight:
	32 lbs. (14.5 kg)

	Envelope (L x W x H):
	17" x 10" x 12" (43.2 x 25.4 x 30.5 cm3 )


With S-1601 Spreaders:

	Spreading Force:
	8,000 - 11,000 lbs. (35.6 - 48.9 kN)

	Weight:
	40 lbs. (18.2 kg.) 

	Envelope (L x W x H): 
	25" x 10" x 12" (63.5 x 25.4 x 30.5 cm3) 

	Opening Distance:
	14" (35.6 cm) 


With C-1601 Curved Cutter
	Cutting Force:
	30,000 + lbs. (133.4 kN) @ blade center

	Weight:
	43 lbs. (19.5 kg.)

	Envelope (L x W x H): 
	25" x 10" x 12" (63.5 x 25.4 x 30.5 cm3)

	Opening Distance:
	5" (12.7 cm) 


With CS-1602 Power Blade:
	Cutting Force:
	21,000 + lbs. (93.4 kN) @ Blade Center
45,000 + lbs. (93.4 kN) @ Notch

	Spreading Force:
	10,000 lbs.  (44.5 -80.1 kN) Closed
18,000 lb.s (80.1kN) Open

	Weight:
	46 lbs. (20.8 kg.)
15lbs. (6.8kg) Cutter Assembly alone

	Envelope(L x W x H):
	28" x 10" x 12" (71 x 25.4 x 30.5 cm3)

	Opening Distance:
	10" (25.4 cm) @ Tips
1" (2.54 cm0 @ Notch


